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Warranty Conditions of ASES Automatic Cooling and Extinguishing System

ASES GROUP s.r.o0. in accordance with legal regulations is liable for the functionality of the product in accordance with the
technical conditions within 12 months for legal entities from the date of installation by the manufacturer or authorised person and
provided an annual service inspection by the manufacturer or authorised person and proper completion of the protocol on the
installation of ASES equipment while observing the conditions specifid below. The warranty of batteries is 6 months.

The product must be installed by an authorised person in accordance with the Certificate (which is issued by the manufacturer)
and further operated in accordance with these conditions to maintain its declared function and purpose.

The ASES device is not intended for operation in a potentially explosive atmosphere.

The warranty expires:

a) Breach of the seal or mechanical damage caused by the customer or a third party.

b) Defects caused by external conditions (i.e. the nature of external influences - environment: A ambient temperature; C altitude;
F occurrence of corrosive or polluting substances; L occurrence of animals; N solar radiation; R air movement; S wind).

c) Defects caused by installation contrary to the installation instructions for the device.

d) Intervention by an unauthorised person.

e) Secondary ignition, i.e. re-ignition after the previous initiation and extinguishing of fire in the protected area. ASES devices
can in principle initiate cooling and extinguishing only once.

f)  In case of changes to the installation protocol by an unauthorised person (operator, customer).

g) If no annual service inspection has been carried out by the manufacturer or authorised person.

h) If the protocol on the installation of ASES equipment has not been signed by the customer (acquirer) and the manufacturer
or authorised person.

i) Exceeding the storage period by the customer longer than one year from the time of sale specified in the handover protocol

i)  When storing the product contrary to the conditions stated in product Manual.

k) Force majeure (flood, overvoltage in the distribution network, wind gusts, storms, hurricane).

[) By connection to the electrical network in violation of the valid legislation.

Warning: When making a claim, submit a completed protocol on the installation of ASES device. Without the submission of a
valid and unaltered ASES installation protocol, the warranty expires. If the equipment is used in a way not specified by the
manufacturer, the protection provided by the equipment may be impaired.

Product features: ASES products are used to cool and extinguish fires that have arisen in enclosed or semi-enclosed spaces
(e.g. electrical cabinets, electrical equipment, engine compartments).

The ASES product contains the extinguishing agent pure gas HFC-227ea, which is approved for use in the EU. The extinguishing
agent must not come into contact with a person wearing contact lenses! After extinguishing, it is recommended to ventilate the
room.

The product is used to extinguish class A fires (solid fires), B (fires of liquids or substances passing into a liquid state) and C (gas
fires) in semi-enclosed or enclosed spaces. The product is designed for live extinguishing.

Maintenance:

* Assembly, service inspection and possible replacement will be carried out by an authorised person, who will duly complete
the installation report.

«  The operator or acquirer is obliged to ensure regular annual inspection by an authorised person.

*  The recommended battery replacement period is 24 months from the date of installation by an authorised person.

« If the product contains a pressure gauge, the operator or acquirer is obliged to check the pressure indicator on the pressure
gauge in the event of a power failure. If the pressure indicator at room temperature is below the red field, then the operator
or acquirer is obliged to contact an authorised person.

Storage: Recommended storage conditions are 0-25°C. If the temperature exceeds 50°C, irreversible damage occurs.

Method of disposal: The ASES product will be dismantled after the end of its operation by an authorised person, who will then
decide on the method of disposal of the product in accordance with the requirements specified in the relevant ASES Product
Range Manual.

To contact the manufacturer or authorised person (installation contractor): Please visit www.ases-group.com
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Authorised person is a natural entrepreneur or legal entrepreneur who, after training in the assembly and inspection of ASES products, has obtained authorisation
(authorisation certificate) for installation and inspection of ASES GROUP s.r.o0. products.
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